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MP-2V-CS   -    CS AEROSOL VAPOR GRENADE   -   CS VAPOR 

 

 

DESCRIPTION 

The MP-2V-CS CS Vapor Grenades deliver a large 

cloud of irritant vapor with a discharge time of 1 to 3 

seconds.  They are designed for indoor use with no fire 

hazard. They are effective for indoor barricade situations 

and for prison and correctional facility use. They are also 

effective in many outdoor applications with the quick 

discharge preventing any possibility of throwback. 

 

 

 

 

SPECIFICATIONS 

Type   Hand Grenade,  

         Aerosol Vapor 

Discharge  CS Irritant Clear vapor cloud 

Body Material  Aluminum 

Emission Ports  3 

Diameter  60 mm Body 

Fuze Type  M201A1 

Fuze Delay  2.0 Seconds 

Length Overall  163 mm  

Overall Weight  340 grams  

Chemical Weight 130 grams  

Discharge Time  1 to 3 Seconds 

 

 

 

  

SHIPPING INFORMATION 
UN Number  UN 0301 
Shipping Name  Ammunition, Tear-Producing 
Hazard Class  1.4G  (6.1, 8) 
Quantity Per Package 25 Grenades 
Packaging  Fiberboard Box,  
          4G UN/DoT Approved   
 

 

WARNING 

Device should not be thrown directly at personnel. 


